CHAPTER 10: RECREATION FACILITIES TECHNICAL

1009.2.7 Operation. The lift shall be capable of unassisted operation from both the deck and water
levels. Controls and operating mechanisms shall be unobstructed when the lift is in use and shall
comply with 309.4.

Advisory 1009.2.7 Operation. Pool lifts must be capable of unassisted operation from both
the deck and water levels. This will permit a person to call the pool lift when the pool lift is in
the opposite position. It is extremely important for a person who is swimming alone to be
able to call the pool lift when it is in the up position so he or she will not be stranded in the
water for extended periods of time awaiting assistance. The requirement for a pool lift to be
independently operable does not preclude assistance from being provided.

1009.2.8 Submerged Depth. The lift shall be designed so that the seat will submerge to a water
depth of 18 inches (455 mm) minimum below the stationary water level.
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Figure 1009.2.8
Pool Lift Submerged Depth

1009.2.9 Lifting Capacity. Single person pool lifts shall have a weight capacity of 300 pounds. (136
kg) minimum and be capable of sustaining a static load of at least one and a half times the rated
load.

Advisory 1009.2.9 Lifting Capacity. Single person pool lifts must be capable of supporting
a minimum weight of 300 pounds (136 kg) and sustaining a static load of at least one and a
half times the rated load. Pool lifts should be provided that meet the needs of the population
they serve. Providing a pool lift with a weight capacity greater than 300 pounds (136 kg)
may be advisable.
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